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General Technical Specs      Mar 2019 
 
 
Sound 
 

• FOH 
o Midas M32 console 
o Midas DL32 Stage snake 

 
o 2 x CD playback with single play function 
o Shure, AKG, Sennheiser microphones 
o 6 x Shure RF handheld/4 lav mics 
o EAW Subs, centre flown mains, front fill & balcony fill speakers - QSC 

driven, bi-amped and processed/time delayed via Q-SYS 
 

 
 
 
 
 
 
 
 
 
 
• Monitors (generally mixed stage right) 

o Midas M32 console, DL32 stage split via Cat5 
o 8 channels QSC monitor amplification 
o 9 - EAW SM200i monitor wedges 

 
• Portable sound system 

o Midas M32 console 
o QSC K12 powered speakers 
o QSC HPR151i Powered sub 

 
Lights 
 

• Strand NEO lighting console 
• 40 x assorted Strand SL spots (19°, 26°, 50°) 
• 18 x Strand 6” 1K Frenels 
• 24 x Par 64 
• 216 dimmers @ 2.4K each 
• assorted gel 
• plot of house hang available upon request 

 
 
 
 
 

1 EAW AS660 Centre Flown Main 
2 EAW AS460 Centre Flown Main 
1 EAW AS660 Centre Flown Balcony Delay 
1 EAW AS460 Centre Flown Balcony Delay 
4 EAW KF300 Hi/Mid Cabinets (deck stack) 
2 EAW SB528zP Dual 18” Subs (deck stack) 
2 EAW JFX88 Front Fills 
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Projection 
 

• 16:9 Screen - Da-Lite 38700 Professional Electrol Motorized Projection Screen 
(146 x 260") 

• HD projector + Long Throw Lens - Christie LWU701i-D 
• Roland HDMI extender for HDMI to Tech booth feed to projector 
• Roland V-1HD Video Mixer 
• Available 5.1 Surround audio 

 
 
Stage and Staging 
 

• From edge of stage to back bench & between stage-side benches  - 39'6" wide x 
28' deep 

• Inside balcony overhang - 26' wide x 22' deep (ceiling maximum clearance 30’ to 
catwalk) 

• Maximum clearance 8’9” under balconies, some wood beams with 8’1” clearance 
• sprung hardwood floor (painting, screwing into or nailing into the stage is NOT 

permitted) 
• Rosco dance floor, covering a 32’ x 28’ area, black/grey 
• 6 Legs and backdrop available (black velour, chain weighted) 
• 3  - 4’ x 8’ x 8” risers (black carpeted) 
• 3  - 4’ x 8’ x 16” risers (black carpeted) 
• 3  - 4’ x 8’ x 24” risers (black carpeted) 
• 4’ x 4’ x 8” conductor’s riser 
• 4 – 3’ wooden bar stools 

 
 
Pianos    

• Yamaha C6 6’11” grand piano 
• Steinway full size restored vintage upright piano 

 
Misc. 

• 50 Manhasset music stands, various worklights 
• 4 x Clearcom remote sets with headsets 
• 1 x 5’ stepladder, 1 x 8’ stepladder, 1 extension ladder 


